
CCV 
Nexus Pad
A35
Paydroid Operating System 
Android OS enables more than just 
payments, customize with your 
business apps

Future-proof hardware features
Sleek and modern PIN pad with 4” 
capacitive touch screen and digital 
signature acceptance

Best-in-class security
Certified according to PCI PTS 6.x



CCV Nexus Pad A35

Displays

Processor

Card readers

SIM/SAM

OS

Memory

Cameras

4” display (480 x 800 pixels, portrait), Capacitive Touch Screen

Quad-core Cortex A53, 1.6GHz

Chip & PIN | NFC Contactless | Magnetic Stripe

2 PSAM

PayDroid Powered by Android 10.x

2GB RAM (8GB eMMC Flash)

Fixed Front-Facing Camera

Adapter

Audio

Input: 100-240VAC, 50Hz/60Hz | Output: 5.0V DC, 1.0A

1 Speaker | 1 Audio Jack

Keys/Buttons

Ports

13 keys: 0-9 | Enter | Clear | Cancel, Back-Lighting

Multi-Functional Port |1 Kensington | MicroSD

Environmental

Dimensions

0°C ~ 50°C (32°F ~ 122°F) Operating Temperature
-20°C ~ 70°C (-4°F ~ 158°F) Storage Temperature
5% ~ 93% Relative Humidity, Non-condensing

163.69mm x 76.90mm x 30.10mm(L x W x H) | 260g

Comms
Configurations

RS232 | Ethernet | USB 2.0 |
Wi-Fi® (2.4GHz+5GHz ) + Bluetooth® (5.0)

Certifications Compatible with the current specifications
DK TA 7.2/DC POS 3.0, EMV, RoHS, CE, PCI PTS 6.x, P2PE (on request)
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